POND EDGE
Contractor to form bund to pond edge to reduce
‘excavation within the woodland setting. Bund to be
‘well compacted subsoil in layers of 100mm and
‘seaded with diverse wetland edge seed mix.
‘Species selected to tolerate wet and dry
conditions and provide cover for wildife. .

MARGINAL PLANTING
Native plants to perimeter of pond,

l such as marsh-marigold, sedges, Bund to grade into
meadowsweet and water mint. existing levels
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‘Compacted subsoil backilled in
rench to anchor Bentomat liner.

TYPICAL DETAIL A TO PROPOSED PONDS : & COVER MATERIAL BENTOMAT
1:25 —— 300mm depth stone free subsoll ‘Consists o dried bentorite ciay between two ayers of
polyester fabric. ‘Manufactured by Cetco Europe refer to

su
Compacted and stabilised sub-base.
Contractor to form slopes to smooth flowing
gradients. Finish layer to be hand picked to
remove large stones! sharp fragments.

PROPOSED PONDS DESCRIPTION

“The ponds willbe between 0.8 and 1.5 metres deep and have a gradual slope from the banics to the middle in order to
encourage Turtle Doves to come and drink a the waters edge. The banks wilbe vegetated on one sde and gravel and
<and on the other in order to give the best conditions for Turtle Doves.
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The pond spol il be spread i the vicinity of the surrounding pond areas, awy from mature tree, to landscape the
ite, il and

. wi The spoll will not be taken off site.
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